Industrial Laser Solutions Amm
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AB - U SERIES

SHORT PULSE WIDTH LASERS TO MINIMISE THERMAL IMPAGT
ON DELICATE SUBSTRATES




AB - D SERIES
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AB-D
MODEL AB-D 6 AB-D 10 AB-D 20
POWER 6W 10W 20W
WAVELENGHT 1064nm
100/240v - 50/60Hz (1 Phase + N)
MAINS SUPPLY
300VA 400VA
Head 601 x 190 x 141 mm
DIMENSIONS
Rack 444 x 548 x 177 mm
WEIGHT Net weight: 28Kg - Gross weight: 33Kg
Resonator of the laser source, DACs board, drivers of the scanners and galvanometric scanners built
SYSTEM into the marking head, control and power electronics, dual processor CPU with 4 axis control and
optoisolated digital I/O, power supplies and laser source pumping unit built into the control rack
DPSS
TECHNOLOGY D6 D10 D-20
» MA WD | FL BD PD , BD PD , BD PD ,
% (mm) (mm) | (mm) (um) (Kw cm®) (um) (Kw cm®) (um) (Kw cm®)
E 55x55 141 100 25 1184 34 1110 34 2220
[®)
o 100x100 205 163 41 446 55 418 55 836
o
W | o| 168x168 347 | 254 65 184 86 172 86 344
» |8
3 2| 212x212 458 | 346 88 99 117 93 117 185
o}
§ 0 | 242x242 554 | 420 107 67 142 63 142 126
325x325 704 | 570 145 36 193 34 193 68
560x560 889 | 820 208 18 278 17 278 33
Abmarca label design software (Requires MS Windows 7 or higher).
SOFTWARE OPTIONS AbOptima supervisory software
Abvision control software for vision systems
USER INTERFACE Touch Screen - Hand Held Terminal - PC / Laptop
LASER SOURGE End pumped Nd:_YAG resqnator by an optical fiber
Beam pointer (optional red diode)
Handheld Terminal - Touch Screen Terminal - Red pointer - Encoder Kit - Photocell kit
ACCESSORIES Alarm kit - Fume Extractor - Mounting support - Mounting Bracket U-ARM - Marking paper
Protection Googles - Air Cooling Kit
ENVIRONMENTAL 15-402C (non condensing) with 50% duty cycle / 15-352C (non condensing) with 100% duty cycle
CONDITIONS vibration free

* MA: Marking Area | FL: Focal Length (The distance between the center of the lens and the surface to be marked.)

WD: Working Distance (The distance between the laser system base and the surface to be marked.)
BD: Spot Beam Diameter | PD: Power Density

These values are an approximation, and they are different for each laser system, due to the different optical paths.

Oms i de Prat, 2 - Pol. Ind. Santa Anna
08272 Sant Fruitds de Bages
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Tel. +3493 873 8798

www.abmark.net
www.abmarkindustrial.com

* CAUTION

CLASS IV LASER PRODUCT
AVOID EYE OR SKIN EXPOSURE TO
DIRECT OR SCATTERED RADIATION
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