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AB-F HALO
MODEL AB-F 20 HALO AB-F 30 HALO AB-F 50 HALO
POWER 20W 30W 50W
WAVELENGTH 1064 nm
FREQUENCY 20-80KHz 30-80KHz 50-80KHz
PULSE WIDTH < 120ns
100/240v - 50/60Hz
MAINS SUPPLY (1 Phase + N) 500VA
Head 190 x 525 x 140 mm
DIMENSIONS
Rack 444 x 548 x 177 mm
WEIGHT Net weight: 26Kg - Gross Weight: 30Kg
Optical isolator and collimator of the laser source, galvanometric scanners
SYSTEM built into the marking head, control and power electronics, drivers of the
scanners, CPU with 4 axis control and optoisolated digital I/O,
power supply and laser source built into the control rack, red pointer
PULSED
TECHNOLOGY
F-20 F-30 F-50
MA(mm) WD(mm) FL(mm) BD (um) | PD(kw/cm2| BD (um) |PD(kw/cm2)| BD (um) |PD(kw/cm2)
FOCAL 60x60 132 127 43,0 1376,4 43,0 2064,6 43,0 4129,2
SPECIFIC. 100x100 190 185 62,7 648,7 62,7 973,0 62,7 1946,0
130x130 260 255 86,4 341,4 86,4 512,1 86,4 1024,2
160x160 293 293 97,2 269,5 97,2 404,3 97,2 808,6
250x250 445 445 149,0 114,7 149,0 172,0 149,0 344,0
SOFTWARE OPTIONS N/A
USER INTERFACE PC / Laptop (USB Connection)
Encoder Kit - Photocell Kit - Alarm Kit - Fume Extractor - Mounting support -
AGCESSORIES Mounting Bracket U - Marking paper - Protection googles - Focus finder
ENVIRONMENTAL 10-352C non condensing
CONDITIONS vibration free

* MA: Marking Area | FL: Focal Length (The distance between the center of the lens and the surface to be marked.)
WD: Working Distance (The distance between the laser system base and the surface to be marked.)
BD: Spot Beam Diameter | PD: Power Density
These values are an approximation, and they are different for each laser system, due to the different optical paths.

* CAUTION

CLASS IV LASER PRODUCT
AVOID EYE OR SKIN EXPOSURE TO
DIRECT OR SCATTERED RADIATION
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